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GENERAL NOTES

1. KNOB INSERT TO BE FULLY SEATED IN KNOB

2. THIS AREA OF INSERT AND THE INSIDE OF THE
INSERT MUST BE FREE OF ADHESIVE

3. ADHESIVE IS APPLIED INSIDE THE KNOB TO
SECURE THE INSERT

INSPECTION NOTES

1. THE INSERT TO KNOB ASSEMBLY MUST WITHSTAND THE
FOLLOWING TESTS WITHOUT LOOSENING
S. 0 IN-LB TORQUE
15 LB AXIAL PUSH
10 LB AXIAL PULL

2. ASSEMBLY MUST FUNCTION WITH FUSES O. 246 AND O. 254 DIA
AFTER WITHSTANDING (10> INSERTION CYCLES OF A 0. 2534 DIA
PLUG GAGE OR MAX FUSE GAGE G-0679 TO A DEPTH OF 0. 290’.
THE KNOB ASSEMBLY MUST BE ABLE TO RETAIN A 0. 246 DIA. PLUG

3. KNOB TO BODY FIT MUST BE ABLE TO WITHSTAND 4.5 IN-LB 0OF
TORQUE WITHOUT STRIPPING

4, THE ASSEMBLIES WITH WASHERS MUST BE INSPECTED TO ASSURE
THEIR CAPABILITY TO MATE WITH AND ASSEMBLE CORRECTLY TO
THE APPROPRIATE BODY ASSEMBLY
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DENOTES CRITICAL CHARACTERISTICS

DENOTES CPK DIMENSIONS, -MINIMUM CPK VALUE

DENOTES A CHARACTERISTIC THAT PROVIDES AN INDICATION
OF PROCESS PERFORMANCE. PROCEDURE FOR MEASUREMENT
AND TRACKING TO BE DEFINED IN

LITTELFUSE INSPECTION INSTRUCTIONS

DENOTES CP DIMENSIONS, -MINIMUM CP VALUE

MUST BE WITHIN THE DIMENSIONAL LIMITATIONS

SHOWN ON DRAWING AND INITIALLY LOCATED TO

ALLOW FOR MAXIMUM TOOL LIFE

UNLESS OTHERWISE SPECIFIED,
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